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The nonprofit CiA association counted 728 members on 
June 30; 472 classified themselves as device suppliers. 
They offer electrical drives and motion controllers (160 
members), host controllers (136), sensors (133), and 
generic I/O modules (118) as well as human machine 
interfaces (103). Gateways are provided by 75 members. 
There are also hydraulic (17) and pneumatic device (12) 
suppliers.                                                                         hz

FSG (Germany) has launched the 
SG-OA-Z-CAN-GS80 signal light, 
providing a 250-kbit/s CAN-based interface coming 
with a CANopen protocol stack (node ID: 19h). The CiA 
member with more than 500 employees has designed 
this product particularly for autonomous agricultural 
machinery. It was developed in cooperation with 
customers under consideration of the ISO 18497 
series (Agricultural machinery and tractors — 
Safety of partially automated, semi-autonomous and 
autonomous machinery).

The CAN interface enables a seamless 
integration into the vehicle electronics. The launched 
device generates visual and audible warning signals. 
Typical situations in which the SG-OA-Z-CAN-GS80 
comes into action are the indication of autonomous 
driving movements and the safeguarding of changing, 
dynamic danger zones when operating such vehicles.

The IP66-rated housing is made of anodized 
aluminum and impact-resistant plastic (PMMA). The 
light output compliant with ECE-R65 road approval 
(amber: ≥230 cd, red/green: ≥120 cd) ensures visibility 
even in daylight and at great distances.                     hz

CiA member Nanotec (Germany) 
has introduced the CANopen-
connectable N6 drive for stepper 
motors (NEMA 14 to 34) and BLDC 
motors up to NEMA 23. The product 
features a field-oriented control (FOC) and provides a 
sensorless speed and torque closed-loop control. It 
supports Hall sensors, incremental encoders, and SSI 
(synchronous serial interface) encoders. An external 
braking resistor can also be connected. Rated at 6 A 
continuous and up to 18 A peak, the drive is suitable 
for applications up to 300 W. It features six digital and 
two analog inputs, three feedback channels, and a 
brake output. The device can be programmed and 
parameterized with the company’s free-of-charge 
Plug&Drive Studio software. The drive is designed 
for applications in laboratory automation, medical 
technology, packaging equipment, SMD assembly, 
and winding systems. According to the supplier, STO 
(safe torque off) functionality will be available soon.  hz

Device
suppliers

104104On June 30, the CiA membership comprised 104 companies  
categorized as technology enabler, offering CAN-related 
products for device and sub-system suppliers. This includes  
CAN interface modules (51 members), higher-layer protocol  
software (30), physical-network components (26), transceiver  
chips (16), IP cores (12), and CAN controller chips (13).     hz

4,4 kW @ 48 VDC
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Technology enablers 

CiA member Dunkermotoren (Germany) has launched the  
BG95x120 dPro electric drive intended to substitute 
hydraulic actuators in battery-powered AGVs (auto-
mated guided vehicles) and AMRs (autonomous 
mobile robots). It can be paired with the company’s 
Inline gearbox (planetary gearbox) and delivers  
4,4 kW.

From autonomous vehicles and mobile assistive 
systems to mobile lifts replacing ladders in schools, 
offices, and industrial buildings - the product ensures a 
safe transport of people and materials across sectors like 
event construction, facility management, manufacturing 
and craftsmanship. It can replace hydraulic cylinders 
by generating the linear movement electrically. This 
opens new possibilities for agricultural machinery and 
construction equipment, such as trailer tipping functions. 
Optionally equipped with a CANopen interface, the drive 
can be linked to a host controller. Programming and 
control are supported by the company’s Drive Assistant 5 
and Motioncode software.

The motor includes a certified STO (safe torque off) 
functionality. This feature enables torque-free shutdowns 
without interrupting logic voltage - eliminating the need for 
time-consuming re-referencing after restart, explained the 
supplier.                                                                             hz



http://www.peak-system.de/explorer7



